
    WARNING
    BE CERTAIN THAT YOUR FIREARM IS NOT LOADED 
    AND POINTED AWAY FROM YOU IN A SAFE DIRECTION. 

PRACTICE SAFE FIREARM HANDLING PROCEDURES AT 
ALL TIMES.

SHOOT ONLY AT AN APPROVED RANGE OR SUITABLE LOCATION. 
USE OF EYE AND EAR PROTECTION IS RECOMMENDED.

How To Mount the AK Side Mount

1. Turn the latch (A) towards the back until the position is “unlock”. 

2. Slide the mount with the open locking plate (C) onto the rail on the 
    side of the rifle. 

3. Turn the latch (A) forward until it is “locked,” you will hear the latch 
    and lock click. 

4. If you can't slide the mount onto the rifle's rail 

    - The lever is in the “unlock” position, but the locking plate is not.

    - The mount is not tight on the rail after being locked, you need to 
      adjust the locking plate.

Note: The quick detachable Weaver AK Side Mount is designed to 
maintain zero after multiple re-attachments.

Adjusting The Locking Plate

1. Push the locking plate up (C) towards the spring (B) until it releases 
    the fastening nut (D) from the stopper in the back of the locking 
    plate (C).    

2. Hold the locking plate (C) in this position and regulate the tightness of 
    the fastening nut:

    · If the mount is not tight on the rail, screw the fastening nut (D) 
      clockwise until it is tighter;

    · If the locking plate (C) sticks out in the open position and prevents 
      the mount from sliding onto the rail unscrew the nut (D) 
      counter-clockwise;

    · Return the locking plate (C) to it’s normal position and try to fit it on 
      the rail. Repeat adjustments if necessary. 

3.  Ready to attach a scope, sight, laser, etc. to the Weaver rail (E). 
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Parts of the AK Side Mount

A. Latch and Lock
B. Spring
C. Locking Plate 
D. Fastening Nut
E. Weaver Accessory Rail

Accessories Included

- Allen wrench (7/64) 
 for the weaver accessory rail (E): 
 Clockwise to tighten
 Counterclockwise to remove

- Allen wrench (5/64) 
  for the latch and lock (A): 
  Clockwise to tighten
  Counterclockwise to remove 

How To Remove the AK Side Mount

1.  Turn the latch (A) towards the back until the position is “unlock”. 

2.  Slide the mount off the rail on the side of the rifle. 

Care and Maintenance

1. Wipe the side mount with a clean rag that is slightly moistened with 
    petroleum-based oil or rifle oil. 

2. Store side mount in a dry cool environment.
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BARSKA® Optics, as manufacturer, warrants this new precision optical product to be free of 
original defects in materials and/or workmanship for the length of time specified by this warranty. 
This warranty does not include damage caused by abuse, improper handling, installation, 
maintenance, normal wear-and-tear, unauthorized repairs or modifications and tampering in 
anyway.

This warranty is limited to the original purchaser and is not transferable. This warranty applies only 
to products purchased in the United States of America and Canada.

In the event of a defect within 30 days, the consumer must return the defective unit to the BARSKA 
dealer (the place of purchase) at his/her own expense.

Beyond 30 days, BARSKA products should be sent to the following address for warranty repairs. 
Products must be packed carefully and sturdily to prevent damage in transit, and returned freight 
prepaid to:

BARSKA® OPTICS
1721 WRIGHT AVE.

LA VERNE, CA 91750

For additional and updated information
please visit our website at www.barska.com

Please email info@barska.com or call 1-888-666-6769 for Return Merchandise Number (RMA#) 
before any returns.
NOTE: All merchandise received without a valid RMA # will be returned to shipper at his/her own 
expense.

Please include all of the following when returning BARSKA products for service and/or 
replacement:
1. Please write your complete details (Name, Address, Telephone #, E-mail address, RMA#, etc.)
2. Purchase receipt or Proof of Purchase. (Original/Copy)
3. A brief explanation of the defect.
4. A Check/Money Order of $10.00 to cover inspection, shipping and handling.
*Please allow 6-8 weeks for delivery.

This product will either be replaced or repaired at the discretion of the warrantor. If it's a 
discontinued item, we will replace the product with an equivalent product. Should the repair not be 
covered by this warranty, an estimate will be sent for your approval. Non-warranty repairs or 
refurbishing of your optical products are always provided at a reasonable cost.

BARSKA® Optics shall not be liable for any consequential, incidental and/or contingent damages 
whatsoever. We will not pay shipping, insurance or transportation charges from you to us, or any 
import fees, duties and or taxes. This warranty supersedes all previous BARSKA® Optics 
warranties.
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1 YEAR LIMITED WARRANTY
SHOOTING ACCESSORIES

The AK Side Mount is a bracket that allows you to mount a scope, sight, laser, 
etc. onto rifles with a Weaver mount, that have side fastening lugs on the gun 
barrel's body (AK, SKS, and Dragunov etc.) 
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